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SPECIFICATIONS

—FEATURES
B 720P HD Resolufion; _MUCIEL -- RAOAZD2XE
CAMERA
B H.265+ Video Compression; Image Sensor 1/4" CMOS
. Dgy/ngh.l. (AUTO |CR) Minimum lllumination Color.0.1Lux @(F] Q,AGC ON), O Lux with IR
' B/W:0.01 Lux @ (F1.2,AGC ON),0 Lux with IR
B Mobile phone remote monitoring (iOS, Android); Shutter Speed (1/60)s to 1/10,000 s
B Support Two-way audio; Hens | 3'6mm@F2'O_
: : e Angle of View 120° Panoramic
B Supports Motion Detection, Alarm Push Notfification, JPEG Snapshot; _ _ _ —
Day&night IR cut filter with auto switch
B Supports Micro SD Card slot up to 128GB; ENCODING EORMAT |
B Supports Offline Recording (AP Mode): Video Compression H.265+ High Profile
o _ Video Bit Rate 0.1Mbps~6Mbps
B Can Connect to the WIF even the SSID Broadcast is disabled (Hidden); .
Audio Compression G.711a
B Supports ONVIF Protocol; IMAGE
DIMENSlON Max. Image size 1280x720
. FPS 720P@6fps
| NETWORK
Connection mode AP Mode & WiFi Mode
OTHER
Temperature/Humidity -10°C~45°C, Humidity less than 20% (non-condensing)
E Power supply 5V micro USB |
= Consumption | 3W MAX;
Dimension 8cm*9cm
Weight About 176¢g
Disclaimer: Design & specifications are subject to change without prior nofice.
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