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ROVER SMART CAMERA WITH PIR 264+,
UP TO 2.0MP, 10M IR DISTANCE
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SPECIFICATIONS
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FEATURES MODEL ‘ RHAA201S1 ‘ RHAC201S1
B 2MP HD Resolution (1920 x 1080); CAMERA
B H.264+ Video Compression; Sensor 1/4" CMOS Sensor | 1/2.7' CMOS Sensor
. Min. lllumination Color 0.1Lux@F1.2, Black and white 0.01Lux@F1.2
B Supports Cloud Storage w/ Free 30 Days trial; shutter Speed 1760 to 1/10000 sec
B 100° Angle of View; Lens 3.6mm
) o L Day and Night Supports IR-CUT
B Mobile Phone Remote Moniforing (Android, iOS): Frame Rate Main stream: 1280*720@éfps; | Main stream: 1920*1080@46fps;
B Two-way Audio; sub-stream: 704*576@é6fps sub-stream: 704*576@6fps;
. ENCODING FORMAT
B Supports Micro SD Card up to 128GB; - -
Video Compression H.264+
B Supports Offline Recording (AP Mode); Bit Rate 0.1M~éMpbs
B Supports PIR Motion Sensor; Audio processing G711A
CONNECTION MODE
4|NTERFACE Network WiFi/AP Mode
OTHER
Power Supply Standby mode: 450uA / working mode: 230mA )
IR Light @ —1— Speaker . . Power supply (optional): DC5V, ]8650.p<?wersupply (support charging)
g o Battery Specification Standard 18650 lithium battery
Call button o . —— Battery PIR Human Body PIR infrared human body sensor that
P butt G: : Slot Induction supports passive infrared sensing
Roevgg bﬂttgg : y Storage Micro SD up to 128GB
Micro USB [ Product Size 42mm x 42mm x 125mm
Weight Net weight: 100g Gross weight: 310g (Note: actual product)

Disclaimer: Design & specifications are subject to change without prior notice.
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