—FEATURES

—INTERFACE

32Ch video input;

HDMI/VGA simultaneous video output;

4 SATA(Up to 8TB for each SATA);

H.265+/H.265/H.264 Video Compression;
2*10/100/1000Mbps auto sensing Ethernet port, RJ45 port;
Supports ONVIF protocol;

Cloud services, P2P and alarm information push to phone;
Support DHCP, FTP, DNS, DDNS, NTP, UPNP, EMAIL 4G, WIF,
IP search;

Mobile phone remote monitoring (iOS, Android);

Multi browser access (IE, Chrome);

Perfect protection circuit, unique friple watchdog function;
Support WEB, CMS, VMS Platform;

Audio 1/0 Switch

|USB 2.0 DC 12V
HDMI 2
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ROVER 32CH H.265% NVR,
(4 SATA, 2 HDMI & YGA

VIDEO OUTPUT, AUDIO IN/OUT,  [E]5%3
ALARM IN/OUT, 12VDC)

RNH1232FQE &

SPECIFICATIONS

NI

Intercom
MANAGEMENT

Backup Network, USB

INTERFACE

HDMI Output 2*HDMI (MAX:4K)
VeAOutput | 1'VGA[MAX:1080P)

Ethernet Port 2*RJ45, 1*10/100/1000Mbps Ethernet Port
A
DR, 16/4

USB Port 2 * USB 2.0 ports, 1 * USB 3.0 port
HDD | #SATAinferface (Up fo 8T8 for each SATA]

GENERAL

Temperature RN ER S

Power Supply 12V/6A

Consumption |

~<10W(Without HDD)

Disclaimer: Design & specifications subject to change without prior nofice.
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