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—GENERAL DESCRIPTION

B Welded trame, single section, compatible with 19" standard equipments;

B 5mm tempered glass front door with over 180 furning degrees;

B Removable side panel with round lock;

m Cable entry plates on the top and bottom covers;

B -Shaped mounting profile free to move forward and backward;

B Installing back panel, easy to mount on the wall;

—DIAGRAM

1. Installing Back Panel

2. Mounting Profile(L-Shaped)

3. Cable Entry Plate

4. Side Panel

5. Top Cover with Fan Hole and Ventilation
6. Tempered Glass Front Door with

Meshed Border

WALL MOUNT DATA RACK CABINET
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SPECIFICATIONS
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MODEL ECWO040409 I ECWO040406
Comply with ANS/EIA RS 310-D, IEC297-2, DIN41491
Standard
PARTI1, DIN41491, PARTZ, ETSI Standard;
B SPCC quadlity cold rolled steel: thickness: 1.2mm;
Material .
Tempered glass: Thickness: 5.0mm;
Loading Capacity 20kg 30kg
Degree of protection IP20
Surface Finish Degreasing, Pickling, Phosphating, Powder Coated
No. Fan Hole ]
Height (Rack Unit) U ‘ U
Dimensions | width 600mm
Depth 450mm

Disclaimer: Design & specifications are subject to change without prior notice.
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