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—FEATURES

B 5MP HD Analog Output(AHD/TVI/CVI);

B 1/2.7" High-Performance Progressive Scan CMOS;

B No Delay, No Loss, Long Distance fransmission Up fo 400 meters;
B Supports 2.8-12mm Lens;

B Supports DNR/DWDR;

B Supports low illumination, warm light day night full color;

B Supports OSD Menu;

—DIMENSIONS
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ROVER 8.0MP 1/2.7" AHD 4INT
FULL COLOR DAY & NIGHT BULLET
CAMERA, 2.8-12MM, 4 LED WARM LIGHT

(30M FULL COLOR DISTANCE, WHITE,
12VDC, NTSC)

UP THE COAX

AHD
~TVI
- CVI
- CVBS

MULTI FORMAT

SPECIFICATIONS

Operating Temperature

MODEL R4BC43GLVWS
CAMERA

Video Output Mode TVI/AHD/CVI/CVBS
Image Sensor 1/2.7"" SMP Progressive Scan CMOS
Image Resolution 2560%1920
Signal System NTSC
Video Frame Rate SMP@20fps
Shutter time NTSC: 1/30 s o 1/50,000 s
SN Ratio >52dB (AGC off)
Lens Size 2.8-12mm
Light ON 0.1 lux @ (F2.0, AGC ON)
LEDs 4 PCS 3500K soft warm light
Full Color Distance 30m
MENU

D&N Supports ICR EXT/Auto/Color/BW
DNR Supports 2D 3D NR
WDR DWDR
Smart LED Supports Auto/Manual Model
White Balance ATW/MWB
BLC Supported
Image Enhance Conftrast, Sharpness, Saturate, 3DNR, DWDR
GENERAL

-20° Cto 60° C

Humidity

90% or less (non-condensing)

Power Supply

12VDC £ 10 %;

Ingress Protection

P66

Power Consumption

Max. 3W(with IR cut filter on)

Dimensions

28TMm*99.8mm
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