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—FEATURES

B 8.0MP 1/2.3" low illumination sensor;
B HD 8MP Resolution, Image clear;

B HD |lens: 3.6mm;

B Day/Night(Auto ICR);

B Autfo electronic shufter fime;

B R range: 30 led lamps 20m-30m;

B 500 m transmission without delay;
B Standard coaxial control

B Support coaxial upgrade
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SPECIFICATIONS

Minimum lllumination

Shutter time

Lens

Lens mount
Day&night

Max. Image resolution

INTERFACE
Video ou’rpu‘r

GENERAL
Temperature

Humidity

Power Supply

IR range
Consumption
Material

Ingress Protection
Weight
Dimension

- MODEL RADFI12GNP
CAMERA
Sensor 8.0 million 1/2.3" low illumination CMOS sensor
Signal AHD@8MP

Color:0.01Lux @(F1.2,AGC ON); 0 Lux with IR
B/W: 0.001 Lux @ (F1.2,AGC ON),0 Lux with IR
1/50(1/60)s to 1/10,000 s

HD lens 3.6mm @F1.8

M12

IR cut filter with auto switch
3840*2160

1Vp-p Composite Output(75Q/BNC)

-10°C—+60°C

10%-90% RH

DC12V+10%

30 led lamps "IR2":20-30 meters
MAX 3W

ABS plastic

IP66

Around 450g
©120mm*86.5mm
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