RHOD2D2XB4 is an indoor Smart Pan/Tilt Wi-Fi camera, with 3MP HD picture

qudlity, supporting human detection and dual light alert.
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SPECIFICATIONS
MODEL RHOD2D2XB4
CAMERA

Image Sensor
Minimum lllumination
Shutter Speed

1/2.8" Low lllumination Sensor
Color: 0.1 Lux: B/W: 0.01 Lux
1/50(1/60)s to 1/10,000 s

B 3.0MP Resolution (2304 x 1296);
Bl 1/2.8" Low illumination Sensor;
B H.265Al Video Compression;

B Supports Human Detection;

B Supports Human Tracking;

B Supports Intelligent Area Alert;
B Personalized Voice Alarm;

B White Light Full Color;

B Infrared Night Vision;

B Dual Light Alert;

B Two-way Voice Intercom;

B Pan/Tilt Conftrol;

B Fixed-point Cruise Control;

B Mobile Phone Remote Monitoring;
B Micro SD Card;

Day & Night IR Cut Filter with Auto Switch
Adjust Angle Horizontal 355°, Vertical 180° (up 90, down 90)
LENS
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Focal Length 4mm
Viewing Angle D: 93°, H:78°, V:40°
Lens Mount M12
Lens Aperture F2.0
LIGHT
LED 4*White Lights+6*Infrared Lights
Range Infrared 10 meters, White Light 5 meters
VIDEO
Maximum Resolution 2304*1296
Frame Rate Default 12fps, Maximum 25fps
Video Coding H.265Al
AUDIO
Audio Coding G.711a
MIC Sensitivity:- 33t3dBm:; Signal to Noise Ratio:>
60dB; Pick Up Distance: 5 meters
Speaker Power: 1W; Rated Impedance: 8Q
NETWORK
Network WiFi Connection (Supports 2.4g)
Wi-Fi Standard |IEEE 802.11b/g/n 1TIR
IMAGE
Settings Image can be adjusted through the APP
Enhancement Backlight Compensation, Glare Suppression, 3D
Digital Noise Reduction
INTERFACE
Power Supply USB TYPE-C 5V
TF Card Slot 1*TF Card Interface (Max 128G)
Button 1*Reset Button
FUNCTIONS !

Al Functions
Other Functions

GENERAL
Temperature
Humidity

Power Supply
Power Consumption
Material

Weight

Mounting
Dimensions

Human Detection/Intelligent Area Alert/Human Tracking

Personalized Voice Alarm Bell/Fixed-point Cruise Control/
Two-Way Voice Intercom/Cloud Storage

-10°C-+60°C ‘
10%-95% RH
DCS5V/1A

MAX SW

Plastic

Around 234g
Lifting, placement
117mm*®74mm |

Disclaimer: Design & specifications are subject to change without prior notice.
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