—FEATURES

B HD Lens: 2.8mm(RNB513GLKDD2)/3.6mm(RNB913GLKD2, RNBB13GLKDD); SPECIFICATIONS

B Day/Night(Auto ICR);

B Auto Electronic Shutter Time;

B IR Range: 1*White Light, 1*Infrared Light 20m-30m;

B Ingress Protection Level: IP66;

B Supports DWDR, 3D DNR;

B H.265+(compatible H.265/H.264) high profile (RNB513GLKDD2)
/H.265A1/H.265+(compatible H.265/H.264) high profile (RNB?13GLKD2,
RNBB13GLKDD);

B Mobile Phone Remote Monitoring (iOS, Android);

B Multi Browser Access (IE, Chrome, Firefox, Safari);

B Supports WEB, CMS, VMS, Cloud Services;

B Supports HVR/NVR, ONVIF Protocol;

B Supports Al functions i.e. Face detection, Human detfection,
Vehicle detection (RNB913GLKDD, RNBB13GLKDD);

B Supports PoE;
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MODEL

| RNBSI3GLKDD2 |

RNB?13GLKDD ‘ RNBB13GLKDD

CAMERA

Image Sensor
Minimum lllumination

Shutter Time

Lens

Lens Mount

Day & Night Mode

1/2.9" Dark light
CMOS sensor

HD lens 2.8mm ‘

1/2.7" Dark light

1/2.8" Dark light
CMGOCS sensor

CMOS sensor

Color:0.0001Lux @(F1.2,AGC ON)}); 0 Lux with IR
B/W:0.0001 Lux @ (F1.2,AGC ON), 0 Lux with IR

1/50(1/60)s to 1/10,000 s

HD lens 3.6mm®@F2.0
M12

IR cut filter with auto switch

IMAGE

Resolution
Frame Rate

Image Settings
COMPRESSION
Video Compression

1920*1080 (2.0MP)
NTSC: 1080P@30fps

H.265+(compatible
H.265/H.264) High
Profile, JPEG snapshot

2592%1944 (50MP) | 3840%2160 (8.0MP)
NTSC: 5M@25fps NTSC:
4M@25fps | BMP 3840%2160@15fps
OM@25fps | SMP 2880%1616@25fps

AMP 2560*1440@25fps

2MP 1920*1080@25fps

Saturation, Brightness, Contrast

H.265A1/H.265+(compatible H.265/H.264)
High Profile, JPEG snapshot

Bit Rate 0.1Mbps~8Mbps

NETWORK

Storage Network Storage

Alarm Face Detection, . . .
Human Detection, Vehicle Detection, Face Detection,
Motion Detection, = Human Detection, Motion Detection,
Video loss, Video Video loss, Video block, etc.

block, etc.
Protocols TCP/IP, HTTP, DHCP, DNS, DDNS, PPPoE, SMTP,
NTP, (HTTPS, SIP, 802.1x%, IPvé option)

Features Anti-Flicker, Dual-Stream, Heartbeat, Password Protection

INTERFACE

Ethernet 1*10/100Mbps Ethernet port, RJ45 port

GENERAL

Temperature -10°C-+60°C

Humidity 10%-90% RH

Power Supply DC12V+10%/PoE

IR Range 1*White Light 1*Infrared Light “IR2":20-30m

Power Consumption
Material

Ingress Protection
Weight

Dimensions

3W Maximum
Metal
IP66

Around 400g

178mm*67mm*63.5mm

Disclaimer: Design & specifications are subject to change without prior notice.
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