—FEATURES

4/8 channel inpuft;

HDMI simultaneous video output;

1 SATA HDD Up to 8TB,;

Supports H.265+/H.264 video formats;

Supports the Onvif protocol;

Supports P2P, DHCP, FTP, DNS, DDNS, NTP, UPNP, EMAIL;
Mobile phone remote monitoring (I0S, Android);

Multi browser access (IE, Chrome);
Support WEB, CMS, VMS Platform;
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ROVER [H.265+ NVR=VR, 1 SATA
UP TO 8118, IHDMI VIDEO
OUTPUT, 12VDC

SPECIFICATIONS

Playback

MODEL | RNHIBOAQ | RNHBSIQ
s, OO s,

1304TQ &=
1308TQ &5

4ch 4K/4ch 5M/4ch 4ch 4k/4ch 5M/8ch 4M/
4M/8ch1080P Ach 3M/12ch 1080P/ 16ch 960P

1ch 4K/2ch 5M/2ch lch 4k/2ch 5M/2ch 4M/
~ 4M/4ch 2MP 4ch 3M/4ch 960P/4ch 1080P

Video Compression |

H.265+/H.264

HDMI Output

EthernetPort |
USB Port

"""""""""""""""""" 1*HDMI (MAX:4K)
1*RJ45 1*10/100Mbps Ethernet Port

2*USB2.0 Ports

HOD
GENERAL

 1*SATA interface (Upto 8TB)

0°C - + 55 °C
T

N Tttt n n i
""""""""""""""""" <10W (WithoutHDD)
~ Aroudli2kg ~ Around1.0kg

Disclaimer: Design & specif

ications subject to change without prior notice.
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